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1. INTRODUCTION

Considerable attention has been devoted, in the last few years,
to the vacuum behaviour of Proten Storage Rings, both in order to overcome
the difficulties encountered during the cperation of an existing machine
{ISE at CERN)l_5 and to decide the design characteristics of future machines

(Isabelle6_8 and ESCART 1Y,

The experience gained on the ISR clearly demonstrates that the
vacuum 1s an important parameter in achieving the design performance: on
the one hand, the pressure increase due to ion bombardment of the vacuum
chamber walls can destroy the cilrculating proton beams, and on the other
hand, all available information leads to the conclusion that an average

pressure in the low lD_ll

torr range is desirable. Although these

vacuum requirements are now clear and we have learned how to fulfill

them in the particular case of the ISR, the soluticns adopted in the
latter machine could not be simply applied to a machine like FOPAE

for at least two reasons; Tirst: the aperture of the vacuum chamber
needed for higher energy machines is smaller; second: the presence of
superconducting magrets offers the possibility of cooling the vacuum chamber
to liquid He temperature. The first reason implies that in order to main-
taln a reasonsble safety margin from the vacuum stability point of view
(see next paragraph) the distance between the pumping stations should be
small, with a corresponding increase of the total iength of a machine {or
decrease of the "packing factor") and therefore of the capital cost for a
given proton energy and magnets., This inconvenience could disappear when
cooling the vacuum chamber to about 4.5K because the vacuum chamber itself
would then provide the necessary pumping. Furthermcre, the aperture of
the wvacuum chamber could possibly be reduced even further, if desired for
the fabrication of the magnets. Finally, the initial cleanliness of the
Qacuum chamber would become much less critical and the expensive and time-

consuming ¢leaning procedure might even be abandoned.



However, no experience is available on the vacuum behaviour of a
cold wall machine, and "a priori" it is not obvious that it will permit the

circulation of proton currents of reasonable intensity.
The purpose of this note is to explore the possibility of a "cold-
bore" solution in the light of the available information and with respeect to

the various aspects of the vacuum problem.

2. STATIC AND DYNAMIC PRESSURES - VACUUM STABILITY

(V)
;-

General

The gas mclecules present inside the vacuum chamber and ionised
by the circulating protons are accelerated by the electrostatic fleld created
by “he proton beam and bombard the surrounding walls. This bombardment
results in a desorption of molecules and/or trapping of the impinging iéns.
If we define n as the nst number of molecules entering the gas phase,
negative n values indicate that the number of trapped ions exceeds the
pumber of the desorbed molecules (n = -1 if all the ions are trapped and
no molecules are released). In this case the pressure in presence of beam
(dynamic pressure) is lower than the pressure in absence of beam (static
pressure). If the number of descrbed molecules exceeds that of trapped
ions n is positive and the beam produces a pressure increase. No intrinsic
limitations exist for positive n; the actual value depends on the chemical
composition of the bombarded walls, on the nature, concentration and
binding energy of the gases there present, and on the energy and mass of
the impinging ions. It can be shown analytically3 that for a given vacuun
system in presence of a circulating beam of intensity I, a critical value
(nl)crit
This critical value is proportional to the effective pumping speed per unit

8 . . . . .
length of vacuum chamber3’ ; higher circulating beam intensities can there-

exists above which the pressure runs away and the beam is lost.

fore be cbtained by reducing n and/or by increasing the effective pumping

speed.



2.2 Warm vacuum chamber

For the ISR vacuum system the calculated (nI)Cr values range

from 40 to 100 approximately3, depending on the distance ;theen the pumping
stations and the conductance of the interposed vacuum chamber. Values of

n ranging from -0.5 to 4 have been cbserved corresponding te various
materials, surface treatments and beam intensities. For a vacuum chamber
of smaller conductance, for example a cylindrical cross section with € Qmm
dismeter, and a distance of 5 m between pumping stations, (nl)crit would
amount to 10, i.e. for I=10 A only n values below 1 are acceptable . At
the present level of knowledge it is impossible to guarantee that a machine
many kilometers long and characterised by n lower than 1 over all its
length can be built. In order to keep a reasonable safety margin the
maximum distance between adjacent pumping stations should be about 3 m,

and many thousands of them would be required for a machine like POPAE. Any
future improvement in the direction of obtaining, reliably, very small or

even negative n values can obviously modify these consideraticns.,

2.3 Cold wvacuum chamber

2.3.1 Vacuum stability

A completely different situation appears when considering a cold
vacuum chamber (say at 4.5K). On the one hand, the chamber itself presents
now a pumping action {molecular adsorption pumping, not tc be confused with
the ionic pumping of the beam, which can be present also if the wvacuunm
chamber is werm) which results in increased values of pumping speed per
unit length of wvacuum chamber and therefore increased values of (nl)crit;
on the other hand the cold surfaces cen adsorb lerge gquantities of weakly
bound gas molecules with the consequence of increasing n. Since n values

i3

. L 12
as high as 5 x 10 have been measured i and a (nI)c equal to

it
1.8 x th has been calculateda, the cold solution doesrnot seem at first
glance to provide any stronger guarantee of vacuum stability. Locking
more deeply into the problem, we will now try to critically review the
information available or the ways of estimating n and the pumping speed

of the cold chamber, which, alone, define I .
erit-



The only existing experimental n values for gases adsorbed at

12,13' The

desorption yields per impinging ion (5KeV hydrogen ions) have been mea-

ligquid He temperatures have been obtained at Culham Laboratory

sured as & function ¢f the condensed gas concentration for Argon, N2 and

Co (Cu condensing surface at 4.2K) and for H, and He (Cu condensing sur-
face at a temperature between 4.5 and 2.5K). All the gases behave in a
similar way: 71 increases, linearly in first approximation, with the sur-
face coverage up to about 3 x lOl5 molecules/cm2 {according to the experi-
mental evidence obtained in our laboratories this coverage corresponds to
the completion of the first monolayer) and then decreases, more quickly for
the heavier gases than for H2 and He. The peak values of n are of the

N
order of 100 for Argon, N CO and about 5 x 10 and th for H2 and He

>
respectively. When He isacondensed at 2.5K on top of a precondensed Argon
layer, n 1s practically the same as on bare metal i.e. 5 x 10 for H2 surface
concentrations above a monolayer. For coverages of the order of a few mono-
layers n falls to about 10 for the heavier gases, while about 100 monolayers

are necessary before an appreciable decrease 1s observed for HE'

Note that in all these experiments the bombarding particles were
hydrogen ions and that higher n velues could possibly be obtained when
bombarding with heavier ions (NQ’ CO0 for example)l. Therefore, these data

could rigorously be used only for estimating a pure H2 situation.

However, even for H_, the n values measured in a laboratory

23
experiment should not be confused with the effective values Ners which will

be encountered in practice inside a Storage Ring vacuum system. These two

ns are correlated by the following equation:

= +
1) LI n(ee + abn)

Wwhere n is the yield, measured for bombarding H2 ions of

cKeV and a concentration of the considered gas

15
of 3 x 10 molecules cm
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8 1s the actual coverage in units of 3 x 10 2 moiecules
em = (we consider here only § < 1)

€ is a factor describing the dependence of n upon the
energy of the impinging ions;

o is the fraction of the desorbed molecules which are

energetic enough to further desorb n molecules from

a complete monolayer.

Very little is known about e: the only available information is
1z .
that , for HE’ n shows practically no change when the energy of the

bombarding H,. ions is ralsed from 5 to 2KeV. This fact shows that the

desorption piocess reaches saturaticn before SKeV, and, since in Storage
Rings the energles of the bombarding protons usually range between 1 and
2KeV, £ = 1 represents an upper limit to the possible & wvalues. We will
therefore assume ¢ = 1 and this is certainly a pessimistic statement. «

and n depend on the energy spectrum of the desorbed molecules (not known)
and on the energy dependence of the desorption yield, which is only partially
known: the experience gained in our laboratories on condensed H2 (the

most critical gas in this respect) shows that H2 melecules of energies up

to 3 x 10_2 eV (gas molecules at 300K) are practically unable to desorb
other H2 molecules condensed at 2.3 - 4.2X. No infcormation is available
above this energy; however, a simple energy balance shows that only a small
Iraction of the desorbed molecules could have higher energy. Assuming a
desorption energy for H2 (adsorbed on a metal surface) of S x lO_2 eV and
3x 10—_2 eV kinetic energy per molecule, 5 x th descorbed melecules would
require 4KeV. In a practical case, where the bombarding ions have an

energy below 5KeV, n must be lower than 5 x th and/or the kinetic energy

-2
of the descrbed molecules lower than 3 x 10 eV, We therefore neglect the

second term in the bracket and 1) simply becomes

2) neff = &n
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In other words, the effective desorption yield i1s assumed to be
proportional to the measured yield, and the multiplying factor is Just the

actual gas coverage of the vacuum chamber in the particular situation.

From the eguations describing the dynamic pressure situation
inside the vacuun chamber3 and neglecting the effect of the pumping sta-

. . . . .8
tions, the following egquaticn has been cbtailned :

! Iy . = ul rvs
eff "crit 15

37
where I is expressed in Amperes, v is the arithmetic mean velocity in em/s,
r the radius of the vacuum chamber in cm and s the sticking probability for

the molecules hitting the walls of the vacuum chamber. Assuming s = 1,

- T . .
r = bem and v = 14551 Jﬁ with T = L.sSK, it followsa

L) (n _I) . =1.8 x 10" for B

Terf™orit

5) { Lot ox 103 for N

R

I .
neff )crlt 2

However, the esquation 3) has been obtained by assuming an icnisation
_18 2 33&

cross section ¢ = 1.2 x 10 em , which 1s valid for nitrogen gas The

corresponding value for hydrogen, to be used for the equaticn 4) is about a

10 . . .
factor of seven smaller . By correcting and combining with 2) we have:

L
* o -
L*) (ez)crit 2.6 for H2 {n 5 x 10 )

5%)  (8I) ~ 50 for N

. = 100
erit (n )

2

For Ng, n = 100 represents the pesk value, and the peak is very
narrow. On the other hand, the quoted n values have besn obtained by bom-

barding W_ gas adscrked at L4.2K with hydrogen ions, while in the case of a

2

N2 pressure bump the bombarding ions will be N2. The situation described by

5%) is therefore not too well defined, but clearly less critical than the H2

situation described by 4¥). 1In the case of H2 for 10A circulating current a

H2 surface concentration of about 0.3 only (or lOl5 molecules cmqe) is

gllowed for stable operation.



Here again the estimation is affected by the lack of knowledge
of the energy distribution of the desorbed molecules because both v and s
depend on it. However, the above estimation must be considered pessimistic
for the following reasons. When increasing the energy of the desorbed
molecules s decreases from 1 (which is a good approximation up to about
30K) to about 0.7 and 0.5 at TTK and 200K respectively, for clean metal
surfaceslh; for surfaces partially covered with H2 the corresponding s
values are higher. For the same energy increase v increases much more,
because it follows the square root of the temperatures of the molecules
(rigorously if s = 1, and in an attenuated way for lower s, due to the
energy accommodation at the first collision with the cold walls). As a
result, the pumping speed increases with increasing energy of the mole-
cules. For example, if the molecules have an energy corresponding to

30K, the increase of the pumping speed will be sbout 2.6.

2.3.2 Static pressure

The vacuum stability is not the only pressure requirement: other
reasons dictate that both the static and the dynamic pressures must be below
a value which, for a H2 atmosphere and room temperature operation, is of
the order of 3 x lO_ll torr (i.e. approximately the real average H2 pressure
in the ISR now). Due to the variation of the gas density with the tempera-
ture and to the fact that the gas density and not the pressure determines
the gas—beam interaction rate, a working temperature of L.5K implies that
the H2 pressure should not exceed about &4 x 10_13 torr. For all the gases

except H_ and He the vapor pressures at 4.5K are well below lO_l5 torr,

2
therefore their equilibrium pressures in the present application will

always be negligible. For H2, at this came temperature, the vapor pressure

is 1in the 10 torr range. However, the formation of the first monolayer,

in the absence of thermal radiation, and if H2 is adsorbed on a clean metal

. . - 15,16
surface, 1s characterised by an equilibrium pressure below 10 13 torr 2> .

If the metal surface is already covered by a H_ monolayer or by a layer of

2
a better condensable gas (we have information for Ne and Argon) the addition
of about a tenth of a monolayer of H2 is already enocugh to raise the pressure

ahove lO“l2 torr.



A similar situation is achieved for a gquantity of below 10_3 of
1 .
a monolayer of He adsorbed at 4.2K on a metal surface T, but He 1s usually
absent from an all-metal vacuum system, and this case will be considered

later.

2.3.3 Dynamic pressure

A possible way of estimating the dynamic pressures below the
ceritical situation, as well ag the critical surface coverages, consists
in comparing the pumping and desorbing rates for the unit surface are=z.
We will limit our considerations to the case of H2 because this case is
the most critical both from vacuwn stability and static pressure points

of view.

If we assume that at lO-9 torr one circulating proton produces

,10

0.2 1ons per second 1in a H_ atmosphere at room temperature , remembering

2

that at 4.5K the molecular density for a given pressure is 70 times higher,
. . 2 .

the number of 1ons bombarding per second a em  of vacuum chamber wall will

be:

&)  0.22 x 109 x T0 P N

L 5

where P 1s the H2 pressure at 4.5K, N the number of circulating proteons

in a machine of length L, and chamber circumference 3.

Since each ion descrbs nd molecules, the number of the molecules

desorbed per second and cm2 ig:

7) 0.22 x 109 x TOP N ne

L S 70 x 3.5 % 1019

expressed in torr liters of H_ gas at L.SK.

2



2 .
On the other hand, the amount of gas pumped per cm 1s:

o]

8) sk {1-T)p

)3

where 5.4 is the pumping speed, in liters per second, of a cm2 cof vacuunm
chamber for H2 gas and assuming a gas temperature of L.SK and sticking
prcbability 1. (i.e. under the pessimistic assumptions previously dis-
cussed). PO is now the static equilibrium pressure and the term in

brackets indicates that the avallable pumping speed vanishes when approaching

the static pressure.

The critical situation is obtained when, by increasing 6,
the term in 7) exceeds the maximum possible value of the term in 8), which
is 5.4 P for P >> P . In this case the pumping can not ramove all the
descrbed gas and thé pressure runs away. ror values of € below this
critical situation, the dynamic equilibrium pressure can be obtained by
equating the two terms in 7) and 8). The equality can always be restored,
when varying 6, by the factor in brackets in §). MNote that the dynamic
pressure will be stable in the present case, while in the case of the ISR
it decays due to the presence of external pumps, which continuously remove

gas from the vacuum chamber,

If we now consider a machine like POPAE, for example, with
L=9x lO5 em, S = 25cm (80mm diameter circular vacuum chamber) and
1.5 x 1015 circulating protons { 10 Amperes beam intensity), we obtain
8 it = 0.26, i.e. exactly the same value obtained [see equation 4*)] in a
different way but under the same assumptions.

As far as the dynamic equilibrium pressure is concerned, from

8) it folleows that for coverages egqual to 80% of the critical value
P

t
. . -13
~ 5P only. Since PO for submonolayer coverage 1s well below 10 torr,
d r
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2.4 Recapitulation of the discussion

Coverages of the order of 10_3 of a monolayer only (or 3 x lO12

-2 .
molecules fem * ) of He are allewed, if no other gases are present on the

walls, because for higher coverages the static pressure exceeds the

17

. . -1 .
required figure of 4 x 10 3 torr” 3 1f other gases are pregent, even
lower He coverages are allowed, but taking special precautions the presence

of He can be avoided (see section L4). TFor H2 on clean metal the lower

limit of ecrit has been estimated to be about 0.3; the folerable value is

certainly higher because we have chosen pessimistic values both for n and

Vs, Always for H_ on clean metal surfaces, the static and dynamic pressure

2
requirements can be satisfied for coverages of above 0.8 of Bcrit' If a2
monolayer or more of another gas 1s present on the walls the static pressure

requirements limit the H2 concentration to below 0.1 of a monoclayer.

All the stability conditions and dynamic pressure consideratiocns
can easily be transformed for circulating beam intensities and vacuum
chamber diameters other than 10 A and 8em respectively, because Bcrit is
inversely proportional to the ecirculating current intensity and directly

proporticnal to the vacuum chamber diameter.

2.5 Estimation of 8 and preliminary conclusions

The problem of estimating the vacuum behaviour of a cold machine
is therefore reduced to estimating the H2 coverage of the walls as a
function of the vacuum cycle. The simplest cycle consists in pumping
down the vacuum system without baking, at room temperature, and then ccol
to 4.5K. In this case a few mcnolayers of water vapour are present on the

wails, thus H_ coverages of only a few hundredths of a monolayer are per-

z2
mitted. We do not see any pessibility of estimating the initial H2 concen—
tration in this situation, but in any case the water will certainly dis-

sociate under ion bombardment and a few monclayers of H2 are potentially
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always present. We feel that this situation is too dangerous and that,
furthermore, this choice does not represent an interesting simplifica-
tion (see section 4) and therefore it should not be taken intc considera-

tion.

A bake (initially at 3OOOC for example) of the vacuum chamber
will remove the gases present on the walls, and their final coverage will
depend on the pressure and temperature situation during the bake-out cycie.
The experience gained with the ISR only permits us to state that n values
lower than &4 can be achieved by keeping the pressure low during the bake-
out cycle. In the particular case of = cold vacuum chamber the distancs
between the pumping stations could be considerably greater and the diameter
of the vacuum chamber considerably smaller than in the case of the ISR.

The pressures during the bake-out cycle will therefore be higher, and so
also the final surface coverage, but with the information now available

the latter quantity can not be calculated. However, informaticn is |
available in the form of adsorption isctherms and, for H2 only, the infra-
red radiation induced desorption of molecules from surfaces at liguid He
temperature515’16. The latter effect is characterised by a desorption
yield, and therefore a sensitivity, which Is much lower than ion or electron
induced desorption, and cannot provide information if coverages of the

order of 10_2 or lovwer are considered. However, the extensive investiga-
tions carried out in our laboratories on isotherms of H2 adsorbed on

varicus substrates in the temperature range between 2.3 and L.4K and

under various infrared radiation loads provides all the desired informa-
tion for coverages above about 0.1. More precisely, experimental evi-

dence exists that exposure of a metal surface at a temperature above TTK

to any H2 pressure, and subsequently repumping to below lO—8 torr, pro-

duces a final coverage lower than 0.1. Since in a practical case these
extreme conditions will never be reached and since the critical coverages dis-
cussed above are higher than 0.3, we conclude that the cold solutien is
safely applicable to Proton Storage Rings. More particularly, in the case
described by L4*), putting 6 = 0.1, it follows that currents up to 26 A are

allowed for stable operation.
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2.6 Nota

Even if the surface concentrations are assumed to be definitely
higher than the critical value for given intensity and dlameter, we still
think that the cold solution cculd be feasible by properly designing the
vacuum chamber. TFor example, if a structure similar to that shown by the
Fig. 1 is adepted, the outer wall will cocl before the lnner shield, and
by adjusting the thermal contact between them the final gas concentration
on the inner shield could be kept as low as in the ISR. The situation on
the ocuter wall would not then be critical (only the inner shield would be
bombarded) except in sc far as the static pressure is concerned, and 8
could be as high as 1. The outer wall would act as an external pump also
in presence of circulating beams, and provide a pumping speed per meter of
chamber of the crder of a few thousand liters per second for H2 at L.5K.
The dynamic pressure would therefore new decay due to the progressive dis-
placement of gas from the inner to the outer wall. For example, the amount
of H_. corresponding toc 8 = 10_“2 could be displaced in about one minute at

2

a pressure of about lO-lO torr (H,. pressure at 4.5K).

2
Although the vacuum stability requirements are seemingly satis-

fied by means of the simple cold tube, we think that this more complicated
structure is of more than academic interest, because the inner shield could
have other important functions and might well be adopted for other reasons.

As an example, a part of the inner shield, if electrically insulated, could
provide a continuous clearing of the electrons produced by the beam; further-
more, the shield could provide a trouble free baking facility when heated

up by Joule effect.

3. PUMPING STATIONS, PRESSURE MEASUREMENTS AND DEFIRITION OF THE
VACUUM SECTORS

The pumping stations placed at both ends of the cold sectors
should consist of a turbomolecular pump (TM), a sputter ion pump (SP) and

a Ti sublimation pump (SU). The TM (about 100 £ - pumping speed) will
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insure the forepumping in the main vacuum system and in protecting vacuum
regions {see section 4). The 3P pump (about 200 & s_l) will provide the
pumping during the bake-out and for He in case of leaks. Finally, the
function of the SU pump will be to reduce the pressure on the pumping
station to belcow 10_11 torr, in order to reduce the HE inlet to the cold
sectors and, at the same time, increase the sensitivity for leak detection

(He is not pumped by the SU pump, and smaller leaks will be detectable if

the background pressure is lower).

On the pumping station a total pressure ionisation gauge for pressure
measurements down to the 10—12 torr range and lesak detection szhould be
mounted. Inside the cold sectors and in presence of beam the pressure
may be measured by means of the clearing current. According to &) at a
pressure of 4 x 10“13 torr (H2 at 4.5K) and for 10 A circulating beam the
clearing current will be about 1.5 x lO“9 A per 10m length of vacuum
chamber. The sensitivity of this clearing current "gauge" is therefore

13 or lO_l2 torr

perfectly adequate to detect pressure increases in the 10
ranges. Wherever more local pressure indications and/or higher sensitivity
are desired, electron multipliers can be placed on the vacuum chamber in
such a way that they are reached by the ions ejJected by the beam. If the
active surface of such a multiplier presents an area of hcm2 the counting

17 torr. The

rete will still be 40 pulses per second at a pressure of 10
background produced by stray radiation around the machine can be diserimina-
ted by biassing the first dynode of the multiplier in such a way that

positive ions are rejected.

The vacuum system of big machines must be subdivided in sectors
in order to limit the amount of work involved when an intervention on one
of its parts becomes necessary. The cbvious choice for a secter in the
present case is the ccld section between two pumping stations, i.e. a
sector valve should be mounted at both erds of a cold sector (see Fig. 2).
These valves should permit independent interventions on any cold sector
or pumping station or combination of the two. The length of a sector will
be determined by the more restrictive condition between He losses during
the bake—out and the frequency arcund the machine of components which can

not be cooled to liquid He temperatures {see section 5.2).
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L, LEAKS AND LEAK DETECTION

The leaks always represent a problem Tor any vacuum installation,
and the problems become extreme for large Storage Rings; particularly if
the cold solution is adopted, because of the additional thermal stresses
due to the cooling. Since a single leak can stop the machine for times
of the order of a few days, depending on its importance, position and
required interventions, we think that any effort directed to minimise the
trouble is justified even if it results in additional complication of
the vacuum system, and therefore higher fabrication cost. The problems
and the possible sclutions for the warm and the cold parts of the vacuum

chamber are different and we will treat them separately.

h.1 Cold vacuum chamber

The vacuum chamber in the magnet regions could consist of a
stainless steel tube of 4 to 8cm diameter cooled to 4.5K over lengths of
the crder of 100m. Let us assume that the cold chamber be immersed in
liquid He inside dewars containing at least a dipole magnet or, possibly,
2 or 3 dipoles and a quadrupole., If a leak opens up, He gas will enter
the vacuum chamber and the pressure will quickly deteriorate to levels
above the maximum permitted. No chance then exists of repairing, because
the chamber is not accessible; the sector must then be warmed up, opened
to air, and, after having lccalised the leak with respect to the He
dewars, the corresponding dewar must be dismantled and the leak repaired.
The complication of this intervention is such that this possibility should

not be considered even if the leak probability is extremely small.

A relatively simple way of overcoming the problem consists in
protecting the vacuum chamber with a second concentric wall, and in keeping
the so-formed annular region under vacuum (obviously, some mechanical com-—
Plications will arise where the presence of special pieces of equipment
imposes a change of cross section and where the dewars join each other).

However, if this annular region is simply sealed off under vacuum, this
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sclution presents two disadvantages: first, the cooling time of the vacuum
chamber would be extremely long; second, the situation in the annular

region is out of control, i.e. leak detection is rot possible. We rather
propose a solution where the pressure in the annular region may be variea
according to the operating necessities and independently for chamber sections
of the length of a He dewar. When a sector must be cooled, He gas at
atmospheric pressure would be subsequently introduced in these annular reglons.
During injection a pressure increase on the total pressure gauge mounted ~n
the nearest pumping station will reveal the presence of a leak. If a leax
appears the corresponding region will be reevacuated and kept under vacuum
until an intervention for repairing becomes possible. The cooling of the
corresponding piece of vacuum chamber will be insured, in the meantime, oy

thermal conduction along the vacuum pipe from the two adjacent dewars.

After cooling, the thermal losses on the inner vacuum chamber will,
alone, decide upon the necessity of leaving He gas in the annular regidn.
For coasting, debunched beams (as in the case here considered) the only
heating introcduced by the besm comes from the lost protons, and this heatiz
1s certainly negligible with the possible exception of the stacking period.
However, even assuming that during this period 10% of the protons are los+
all around the machine the resulting heating is negligible. Therefore He
gas need only be present in these regions during the cooling. If a leak
opens during this time, the result is not a catastrophy. As a matter of fact,
helium gas sticks to the walls only at temperatures belcow about 20K; the
initial wall cleanliness cculd therefore be restored by simply heating a
cold sector to thls temperature (after having evacuated the He from the
annular regions) while pumping with ion pumps. The leak detection procedure

described above may then be applied.

If bunched beams and acceleration in the rings are to be con-
sidered, the currents induced in the chamber walls by the beams and the
eddy currents produced during the acceleration would require a permanent

thermal contact between the two walls, in order to keep the inner wall cold,
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and this solution would then become much less attractive. However, the
thermal contact could be ensured in this case by mechanical means; for
example, a ribbon of pure aluminum or annealed copper wound around the inner
tube and compressed between the inner and the ocuter tubtes. The ribbon should
be wound in a spiral to permit the evacuation of the annular regions; the
possibility of injecting He gas is then alsc conserved for leak detection

purposes.

This alternative presents the disadvantage that if the vacuum
chamber is vented tc atmospheric pressure the magnets must automatically
be warmed up to room temperature; furthermore, during the bake-ouf; the
magnet temperature would follow gquite closely the femperature of the vacuum
chamber (see section 5)., We therefore conclude that this solution should

only be applied when a permanent thermal contact is absolutely necessary.

.2 Warm vacuum chamber

The ISR experience shows that at least 90% of the leaks appear
on the flange joints. The flanges should therefore be replaced by Argon
arc welds wherever possible; only gauges, pumps, fesed-throughs and valves
should be flanged on the vacuum chamber. The importance of a leak varies
depending upcon whether it appears on the pumping station (region A in Fig. 2)
or behind the sector valve, befcre the begirning of the double wall protec-
tion (region B in Fig. 2}. 1In fact, a pumping station can be easily opened
to air, with the sector valves closed, for the repair of a leak and then
rebaked in a few hours. If, on the contrary, the leak appears in region R
of Fig. 2 the cold sector must be opened to air, and the intervention will
then take a much longer time. The flanges of region B must, therefore,
also be surrounded by a protective vacuum. However, we suggest that all
flanges be protected in thils way, for example by using a double seal with
intermediate pumping. If this solution is adopted the remcte leak detec-
ticn, described for cold chambers, could be extended %o practicalily all
the machine vacuum components, including pumping stations and warm experi-

nental regions.
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5. CRYQGENTIC IMPLICATIONS CF THE VACUUM SYSTEM GEOMETRY
AND OPERATION

The thermal losses in the magnet regions, during operation, are
estimated to be roughly 3 W per meter of machinela. These losses are
expected to come, in equal propertions, from the vacuum chamber, He dewar
and electrical leads of the magnets. The refrigerators necessary for a
machine like POPAE must supply at least L0KW at 4.5K in operaticn and some
extra power for the cooling. However, when a vacuum intervention on the
machine 1s being carried out, about 20% of the steady state coocling power
will be available because the magnets will not then be powered and therefore
the losses through the magnet electrical leads will be greatly reduced. We
will therefore adopt the strict requirements that the losses introduced by
the vacuum system are much smaller than 1 W per meter in operation and lower
than 8 KW when a simultanecus intervention is carried out on two vacuum

sectors.

The latter requirement is based on the assumption that all the
ccoling capacity in excess in the machine can be concentrated on the sec-
tors where an intervention is carried cut. For practical reasons this
could be impossible, and we will also consider the extreme case where each
sector is fed solely by its own refrigerator, and this refrigerator is
dimensioned for steady state operation. An increase in losses will then
be followed by an increase in temperature up to the level where the corres-
ponding cooling power, which increases with the temperature, will be high
encugh to establish thermal equilibrium. In this case a warming up to
20 - 30K 1s certainly tolerable, because, due to the small heat capacity
of metals at these temperatures, the further recocling will be extremely
quick. Since the ccoling capacity will then correspondingly increase by
about a factor of six, a similar increase can be tolerated for the losses

during an intervention.



5.1 Steady state operation

At each end of a cold vacuum sector, radiation and conduction
losses are present. Considering that two black cavities {at 300K on
the pumping station and 4.5K for the cold chamber) are coupled at these
points, 45mW per cm2 of chamber cross section will enter the cold region.
Assuming a chamber diameter of 8ecm the total radiation inlet per cold to
warm transition will be about 2 Watts, and therefore negligible with
respect to He consumption. However, this gadiation is enocugh to yield a

13 1

i, equilibrium pressure in the 10 ~° torr = for coverages of the order of

8 erit and under the assumptions that the vacuum chamber is made out of
stainless steel and that the radiation is homogeneously adsorbed on the
walls of a sector 100m long. The regions nearest the pumps will certainly
adsorb more radiation than the others and they will also present higher

HE coverages due to the degassing from the warm steel; a particularly
critical situation could therefore appear at these transition regions.

In order to overcome this problem a black baffle at liquid K. temperature

2
shculd be mounted in these regions.

5.2 Replacement of a liguid He dewar

Figure 3 shows a& possible connection for the vacuum chamber
between dewars. The protecting double wall may be the magnet bore and
heating facilities need to surround the vacuum chamber (inner *tube) for
baking. The connection can be made by welding at A the lips of the
vacuum chambers belonging to the two different dewars and by protecting
the volume V arcund A with rough vacuum and superinsulation. The lips in
A can be designed in such a way that they provide the elasticity needed

to compensate the thermal expansion of the vacuum chamber.

The volume V is independent of the two adjacent annular pro- .
ricting regions, asuw ega similariy be pumped er filked with le gas for
leak detection. All the necessary feed-throughs and pieces of equipment
which could leak, or for.any other reason must be accessible, should be

grouped in this region.
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If a magnet is to be replaced or, for any reascn, a dewar re-
moved, the vacuum chamber of the complete vacuum sector nmust be warmed
up to 300K before being vented, together with the volume V, to atmos-—
pheric pressure with dry Nitrogen gas. The volume V can then be opened
up, the vacuum chambers disconnected and the new dewar inserted as pre-
viously described. All the vacua are subseguently restored and the vacuum

chamber finally baked to only 150°C.

During this intervention the magnet bore is kept cold and the
annular regions under vacuum. The radiation exchange between the two
concentric surfaces will depend on their geometrical dimensions and
emissivities: for tubes of 6 and 8cm diameter out of polished stainless
steel (emissivity 0.1) the losses will be 4.5 and 18W per meter at room
temperature and lBOOC respectively; these figures can be reduced to

. . . 16
about 1 and 3.5W per meter 1f the two facing surfaces are Silver plated .

The thermal conducticn is reduced by the presence of the bellows
bl and b2 (see Fig. 3). When considering a bellows presenting 75 and 95mm
inner and outer diameters, wall thickness 0.lmm, 5 convolutions per cm and
a length of 1l0cm, the resulting losses between lSOOC and 4.5K ere of the
order of lO_lW per bellows, and therefore completely negligible.

From these calculations it clearly appears that in the worst
case (150°C and surfaces nos Silver plated) a sector of about 100m length
will require about 2KW, and that 4 such sectors could be simultaneously
baked if all the cooling power available during the intervention can be
concentrated in this area. Alternatively, two sectors 200m long could
be handled. If each sector is fed by an individual refrigerator, in the
worst case above considered, the temperature of the magnets will increase
to about 30K and the length of the sector becomes independent of vacuum
censiderations. We conclude that all the vacuum interventions can be
carried ocut without warming up the magnets to room temperature. In addi-
ticn, the limitation of the sector length due to vacuum considerations

is 200m in the worst case.



_20_

Obviocusly, if the magnets are at room temperature, higher baking
o, . . .
temperatures (up to 400 ¢ if desired)} are possible, although we do not

think they are necessary in the "cold bore" situaticn.
6. CONCLUSIONS

The pressure requirements (static, dynamic and stability) can
be fulfilled by a "cold bore" vacuum system for ratios of the circulating
current intensity {in Amperes) to the vacuum chamber diameter (in cm)
below 3. This statement is based on experimental information already

available and is certainly pessimistic.

The cold part of the machine should be subdivided in sectors of
a length up to 200m, the actual length being possibly determined by the
necessity for pieces of equipment which can not be cooled to liguid He

temperature.

Leaks 1n the cold regions can be handled by means of a double-
walled vacuum chamber structure; this also permits a gquick and remote
leak detection. In the warm regions and pumping staticns the leak pro-
blem might be solved in a similar way if double-seal flanges are used;

and we think that this peint deserves further development.

The replacement of a magnet dewar, as well as the subsequent
bake =zt lBOOC is possible with the magnets kept cold. Pressure indica-
ticns in the ecold reglons can be obtained, in presence of beam, by
measuring the clearing current or by counting the ions reaching electron
multipliers placed on the side of the vacuum chamber. The clearing elec-
trodes can have a continuous structure or be placed at the ends of the
magnet dewars; the first solution presents the advantages of a more
efficient clearing, =z more compact machine structure, and increased
safety from the pressure point of view; the disadvantages are a bigger

magnet bore and a more cdmplicated vacuum chamber.
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The propesed celd bore solution appears to be far cheaper than
the alternative warm because of the higher packing factor (arcund 0.8; the
actual value depending on the length of the cold sector and on the choice
of the He dewars). There is also & saving of about 97% of the traditional
pumping stations and of about 30% of the necessary cooling power (no

losses from the cold vacuum chamber during operation}).
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Fig. 1
Clearing electrodes
>/
3

Possible configuration of the vacuum chamber with inner shield. The clearing
electrodes will be bombarded by high energy electrons, which however are about
10 times less effective than protons in desorbing H;. In order to obtain equal
equilibrium coverages with and without beam the grounded shield surface area
should therefore be about 40 times greater than that of the clearing electrodes.
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Possible connection between magnet dewars.



